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With 422 hp packed into a compact frame, the Stage V Bison 
delivers big power in a small package. It dominates steep slopes 
and charges through deep snow, all while setting  
the standard for fuel efficiency. Built for precision, the Bison  
Trail Groomer maneuvers effortlessly through tight, winding trails  
and brings the muscle to handle the heaviest snow conditions.

OPTIMIZED FOR SNOWMOBILE TRAIL GROOMING

Superior Grooming Performance – Both configurations deliver 
excellent trail quality, even with track edges extending slightly 
beyond the cutter bars.

Efficient Single-Pass Design – No pass matching required, 
making it the ideal solution for snowmobile trail maintenance.

TILLER HIGHLIGHTS

Complete Control – A/V shape possible with flat lock.

Proven Durability – Robust design identical to the Power  
Tiller on the Leitwolf and Bison, scaled down for compact trails.

Heavy-Duty Build – Steel tiller housings ensure long- 
lasting reliability.

OPTIONS

Cross Country – Can be equipped with Nordic Liner

Increase Visibility – Rear tiller lights and camera

TECHNICAL DATA

44" TRACKS WITH 10' BLADE

3.4M BISON

BIG POWER IN A 
SMALL PACKAGE

58" TRACKS WITH 12' BLADE
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44" OPEN PROFILE STEEL TRACKS WITH A 10' MASTER BLADE

Open Profile Steel Tracks Width of one track 1120 mm | 3'8"

Width of machine with tracks 3110 mm | 10'2"

Master Blade Width Open 3570 mm | 11'9"

Width Closed 3040 mm | 10'

58" OPEN PROFILE STEEL TRACKS WITH A 12' MASTER BLADE

Open Profile Steel Tracks Width of one track 1470 mm | 4'9"

Width of machine with tracks 3825 mm | 12'6"

Master Blade Width Open 4355 mm | 14'3"

Width Closed 3810 mm | 12'6"

3.4M POWER TILLER

Rear tiller motor width 3775 mm | 12'5"

Width with wings up 4440 mm | 14'7"

Width with wings down 5155 mm | 16'11"


